CPM SERIES

DESCRIPTION

White acrylic sconce has a decorative band framing
the unit with an additional band across the top and
bottom. The bands have a pitted sand stone finish.

The unit is shaped like half a cylinder and is open at
the top and bottom for up and down lighting. Uses

(2) 13 watt twin tube lamps.

CONSTRUCTION

Back plate is die formed of 22 gauge steel.
Standard mounting holes and wiring holes are
included.

FINISH

Back plate is finished in lighting grade white baked 138125
gloss enamel paint.

DIFFUSER

L
Diffuser is made of extruded 100% virgin DD‘ H

translucent white acrylic, with a smooth finish,
formed into a half cylinder open at the top & bottom.
Thickness is .100". Tim band frame is cast of

powdered stone and resin and is hand painted with
a faux travertine finish, then glued and screwed to
the diffuser. It attaches to the back plate with two

screws through the top and bottom of the frame.

ELECTRICAL

All Compact Fluorescent units are wired

with U.L. listed, normal power factor preheat type,

Class P ballasts, for 120 volt, 60 hertz A.C.

operation. Lampholders are 2-pin, GX23 base for 13
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138750

watt lamps only or 2-pin, G23 base for 7 and 9 watt D D ‘ ‘ ‘ ‘ D D
as specified. Power supply connections must be

made inside a junction box (not provided). All

fixtures are U.L.. listed DAMP LOCATION. D D‘ H ‘D D
OPTIONS

Other trim colors and finishes are available (contact
factory). Ballast upgrades and options available
(contact factory). Other voltages, lamps, listings,
and ratings available on request (contact factory).

ORDERING INFORMA TION

DIMENSIONS
Model No. Fluorescent Lamps L H D Mtg. Il
CPM313 (3) 13W Twin Tubes 14" 14" 4"

American
Fluorescent
Corporation 2345 N. Erie Krueger Circle, Waukegan, lllinois 60087 phone:(847) 249-5970 fax:(847) 249-2618




