
47B

  S L  S E R I E S

D E S C R I P T I O N
These ultra s lim fluorescent undercabinet lights
feature an instant-start electronic ballast, a 
convenient plug in capability from one power 
source. The fixtures  include either 8 watt or 
13 watt T5 lamps. Installation made s imple with
included mounting clips  and double s ided tape. 

C O N S T R U C T I O N

F I N I S H
Housing is  finished in lighting grade white baked
gloss  enamel paint.

D I F F U S E R

The one-piece lens  is  extruded of clear
polycarbonate, .055 thick with a smooth exterior
finish and an interior linear prismatic pattern. 
Lens  snaps  into housing along both s ides .

E L E C T R I C A L

B oth fixtures are integrally equipped with high tech
electronic circuitry, specifically designed to operate 
T5 fluorescent lamps. A cool white T5 lamp is  
included. The system is  U.L. listed, FC C  approved
class  B , for 120 volt, 60 hertz A.C . operation.
Lamp holders  are rotating lock, mini bi-pin type
for T5 lamps. Interconnecting cables and connectors
provide for up to 200 watts  of continuous light
per connection. Power is  provided through a polarized
two wire cord and plug. Fixtures come standard
with an On/Off rocker switch, 42 inch power cord
and 12 inch connecting cable. Minimum starting 
temperature is  0°F. All fixtures and systems are 
U.L. listed.

O P T I O N S

C onnecting cables , power cords , direct connector,
and replacement lamps in cool or warm white are
available (contact factory).

M O U N T I N G  D AT A
Use (2) adjustable clips  (included with every fixture)
for mounting. No mounting diagram required.

D I M E N S I O N S

Model No. Lamps L W D

S L8EC P (1) 8 watt T5 Lamp 13 1 5/8"

S L13EC P (1) 13 watt T5 Lamp 22

AC C ES S OR IES

Model No. Description

S L-DC 1 Direct C onnector joins  two fixtures  end to end

S L-C 12 12" C onnecting C able

S L-C 24 24" C onnecting C able

O R D E R I N G I N F O R M A T I O N
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Housing is  formed from 18 gage aluminum. End 
caps  and universal mounting clips  are molded of 
high impact white thermoplastic

CONNECTING CABLE

DIRECT CONNECTOR

1.63

.31 1.00

POWER CORD

1/8"
1/8"

1 "

1 " 1 5/8"

13.13, 22.13


